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OUTSTANDING FEATURES: 

39.4” x 19.7” x 23.6” travels, Handwheels for X and Y axis 

10 hp servo spindle motor, 8000 rpm, CT-40 taper 

20 tool carousel type automatic tool changer 

Hardened and ground table top, T-slots, and dove-tail ways 

Hardened and ground saddle and column box ways 

Telescoping metal way cover on front saddle way 

Vertical back splash guards and chip/coolant pan 

 

MACHINE SPECIFICATIONS: 

Table size 18 x 59 inch 

Table travel (X-axis) 39.3 inch 

Saddle travel (Y-axis) 19.6 inch 

Vertical travel (Z-axis) 23.6 inch 

Spindle nose to table top (min/max) 3.54 – 27.14 inch 

Spindle center to column 22.5 inch 

T-slots 5/8 inch 

Spindle motor 10 hp 

Spindle taper CT-40 

Spindle rpm 8000 rpm 

Automatic tool changer 20 tools, carousel type 

Rapid traverse rate 300 in/min 

Power requirement 220 volt, 3-phase, 60 Hz, 20 KVA 

Built in coolant reservoir capacity 5 gal 

Auto lubrication unit  2 qt 

Machine net weight (approx.) 6050 lbs 

Machine gross weight (approx.) 6900 lbs 

Shipping Dimension (approx.) 79 x 76 x 98 inch 

CNC CONTROL SPECIFICATIONS: 

Fanuc 0i-MF CNC System, 10.4” color LCD 

 Fanuc AICC-II (200 BLA) high speed contour control machining

Fanuc Manual Guide-i (computer assisted “conversational” programming) 

Fanuc Data Server with 2 Gb internal expanded memory card, and Fast Ethernet Interface 

USB port, PCMCIA CF-card slot, Ethernet, and RS-232 port 

400 tool offsets, 48 work coordinate offsets, tool path graphics 

Rigid tapping, Spindle orientation (M19) 

Helical interpolation, Coordinate rotation and scaling 

Programmable spindle air blast 

Programmable flood coolant system 

 Electrical cabinet heat exchanger cooler

Automatic lubrication system with metered checked valves 
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OPTIONS AND ACCESSORIES(ASK TO YOUR SALES MAN): 

Spindle chiller unit (recommended for spindle speeds above 6000 rpm) 

Electrical cabinet AC cooler unit 

Multi-tap Transformer (440-460-480 primary to 220-230 secondary) 

Voltage regulator/stabilizer (20 KVA, 208~240 V) 

Renishaw TS-27R tool setter 

Renishaw part probe and tool setter (OMP40-2 + OTS + OMI-2T) 

Renishaw installation and training 

4th axis ready pre-wired (drive/motor not included) 

Rotary table (G170R) 170 mm, 6” face plate 

Manual 6” 3-Jaw chuck with mounting plate for G170R 

Manual tail stock for G170R 

Machine start up installation and operator training (2 days) 

 

 


